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GO75/2394

TAVOLI RETTANGOLARI

1800/2000/2400x900x750 h. mm

Gambe e bordi longitudinali in massello di legno 90x00 sagomato, piano in
multistrati impiallacciato sp.30 mm.

Piano impiallacciato trasversalmente in ciliegio o palissandro

Due cassettini nei lati corti (interno cassetto in multistrato e frontalino in

legno massiccio)

TAVOLO QUADRATO

1600x1600x750 h. mm

Gambe e due bordi in massello di legno sagomato 90x90, piano in multistrati
impiallacciato sp.30 mm.

Piano impiallacciato in quattro spicchi nelle essenze ciliegio o palissandro
Quattro cassettini , nei due lati senza bordo massello (interno cassetto in
multistrato e frontalino in legno massiccio)

SCRIVANIE RETTANGOLARI

2000/2400x1000x750 h. mm

Fianchi in conglomerato ligneo impiallacciato sp. 40 mm; frontale con cornice
in tre lati di legno massiccio sagomato 100x110 mm, verniciato; traverso
d'irrigidimento longitudinale in metallo verniciato 50x25 mm.

Fianchi e piano impiallacciati nelle essenze ciliegio o palissandro, frontale
laccato beige o nero con inserti in acciaio satinato

Piano di lavoro munito di sottomano in pelle beige o nera dim. 700x500 mm
Cassettino uso cancelleria verso utilizzatore. Vaschetta porta penne in massello
di legno dim. 700x80x40 mm con coperchio in acciaio satinato 300x80 mm

SCRIVANIA SEMICIRCOLARE

2400x1320x750 h. mm

Piano sp. 22 mm. impiallacciato sovraposto a un sottopiano in MDF sp.20
mm. laccato e poggiante su due contenitori , I'uno (destro) a tre cassetti e
Ialtro (sinistro) ad anta con chiave.

Piano superiore impiallacciato a raggiera nelle essenze ciliegio o palissandro,
piano inferiore laccato beige o nero. Contenitori impiallacciati in ciliegio o
palissandro

Piano di lavoro munito di sottomano in pelle beige o nera dim. 700x500 mm.
Vaschetta porta penne in massello di legno dim. 700x80x40 mm con coperchio
in acciaio satinato 300x80 mm

ALLUNGO DI SERVIZIO SU RUOTE

1000x600x750/1010 h. mm

In tubolare metallico 50x20, piano e schienale in vetro sp.10 mm

Struttura verniciata colore alluminio, piano e schienale in vetro sabbiato
Piano porta CPU in metallo verniciato alluminio

CONTENITORI AD ANTE IN LEGNO
1100x450x900 h. mm
Fianchi,schiena, coperchi
sp. 19.

1l coperchio presenta un

1

e fondo in ato ligneo impiallacciato

1 decorativo-funzionale in legno

come pure i fianchi
Fianchi, schiena, coperchio e fondo impiallacciati in ciliegio o palissandro
Due ripiani in cristallo trasparente sp. 10 mm.
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G230/110 G140/110

GO75/1060 G059/920
CONTENITORI AD ANTA IN LEGNO
550x450x2300 h, mm
Fianco, schiena, hio e fondo in ligneo impiallacciato sp.19.

11 contenitore poggia su uno zoccolo in legno massiceio h. 75 mm
Fianco, schiena, coperchio e fondo impiallacciati in ciliegio o palissandro
Ripiano impiall con portabiti ibile applicato

CONTENITORI AD ANTE LEGNO E VETRO
1100x450x1480 h. mm

Fianchi, schiena, hi

e fondo in

ligneo impiallacciato sp. 19.
11 coperchio presenta un el decorativo-funzionale in legno i
le ante per meta impiallacciate e per meta in cristallo trasparente sp. 6 mm
temperato incollato alla parte lignea stessa. Il contenitore poggia su uno zoccolo

in legno massiccio h. 75 mm

Fianchi, schiena, coperchio e fondo impiallacciati in ciliegio o palissandro
Quattro ripiani in cristallo trasparente sp. 10 mm. Vano per alloggio lampade
alogene

COPERTURA PILASTRO CILINDRICA
Diametro interno 430, esterno 460x2800 h. mm

Due semicilindri in multistrato sp. 15 mm impiallacciato e verniciato
1

Esterno impiall vertical in ciliegio o paliss:

MODULO BOISERIE
1100x80x2300 h. mm
Pannello in conglomerato ligneo sp. 19 mm impiallacciato: zoccolo in legno

massiccio h. 75x80 mm

e 1 d

Pannello imy verti in ciliegio o pal

Una o due mensole in vetro sabbiato 1100x300 sp.10 mm sorrette da telaio
in acciaio satinato
Distanziatori ed elementi metallici per fissaggio a muro

MODULO BOISERIE CON TOP IN VETRO

1100x80/160x2310 h. mm

Pannello in conglomerato ligneo sp. 19 mm impiallacciato; zoccolo in legno
mas io h. 75x80 mm

Top in vetro prof.160 sp. 10 mm

Pannello impiallacciato verticalmente in ciliegio o palissandro. Top in vetro sabbiato
Una o due mensole in vetro sabbiato 1100x300 sp. 10 mm sorrette da telaio

in acciaio satinato.
Mensola per apy
fissaggio a muro

Tuce neon. Di i ed elementi metallici per

MODULO PORTA PER BOISERIE

1000x2300 h. mm (luce netta 800x2200 h.)

Pannello porta e stipite in tamburato di legno sp. 50 mm

Coprifilo su boiserie in legno massiccio sagomato sp. 80 mm, coprifilo su muro
in MDF impiallacciato sp. 15 mm. Tre cerniere a scomparsa

Pannello porta impiallacciato verticalmente in ciliegio o palissandro
Maniglia OLIVART mod TECNO in metallo, cromata opaca. Top in vetro
sabbiato nella versione con vetro.

Per ordinativi in tempi diversi la ditta non pud garantire omogeneita dellessenza dei legni
e si riserva di apportare modifiche tecniche senza preavviso.
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G230/101
G230/102
G201/103
G202/104

(G280/048

RECTANGULAR TABLES

1800/2000/2400 x 900 x 750 mm high

Legs and longitudinal edges in shaped solid wood 90 x 90, plywood veneered
top, 30 mm thick.

Top veneered transversely in cherry-wood or rosewood.

Two small drawers in the short sides (plywood drawer interior, solid wood
drawer front)

SQUARE TABLE

1600x1600x750 mm high

Legs and two edges in shaped solid wood 90x90, plywood veneered top, 30
mm thick.

Top veneered in four segments in cherry-wood or rosewood.

Four drawers . in the sides without solid wood lipping (plywood drawer
interior and solid wood drawer front)

RECTANGULAR DESKS

2000/2400x1000x750 mm high

Sides in chipboard, veneered, 40 mm thick, front with frame on three sides
of shaped solid wood 100 x 110 mm, varnished; strengthening longitudinal
cross-member in painted metal 50 x 25 mm.

Sides and top veneered in cherry-wood or rosewood, fronts lacquered beige
or black, with inserts in satin steel.

Work  top fitted with inlay of beige or black leather, size 700 x 500 mm.
Small drawer for stationery on user side. Pen-holding tray in solid wood, size
700 x 80 x 40 mm with cover in satin steel 300 x 80 mm.

SEMICIRCULAR DESK

2400x1320x750 mm high

Top. 22 mm. thick, veneered over a sub-surface of MDF, 20 mm thick,
lacquered, and resting on two storage pedestals, the right-hand one with
three drawers and the other (left) a locking cupboard.

Top fan-shaped veneered in cherry-wood or rosewood, lower surface lacquered
black or beige. Storage units veneered in cherry-wood or rosewood.

Work  top fitted with inlay of beige or black leather, size 700 x 500 mm.
Pen-holding tray in solid wood, size 700 x 80 x 40 mm with cover in satin
steel 300 x 80 mm.

SERVICE EXTENSION ON WHEELS

1000x600x750/101 mm high

In metal tubing, 50x20, top and back in glass, 10 mm thick

Structure painted aluminium colour, surface and back in sandblasted glass
Top to take CPU in metal painted aluminium

STORAGE UNITS WITH WOODEN DOORS

1100x450x900 mm high

Sides, back, top and bottom in chipboard, veneered to a thickness of 19 mm
The top has a decorative and functional element in solid wood, as have the
sides.

Sides back, top and bottom veneered cherry-wood or rosewood

Two clear glass shelves, 10 mm thick
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G230/111B

SE=

G230/111V

G230/112V

STORAGE UNITS WITH WOODEN DOOR

550x450x2300 mm high

Sides, back, top and bottom in chipboard, veneered to a thickness of 19 mm
The container stands on a plinth of solid wood, 75 high.

Sides back, top and bottom veneered cherry-wood or rosewood

Top veneered with fitted removable clothes rail.

STORAGE UNITS WITH WOOD & GLASS DOORS
1100x450x1480 mm high

Sides, back, top and bottom in chipboard, veneered to a thickness of 19 mm
The top has a decorative and functional element in solid wood. The doors
are half veneered and half glazed with clear tempered glass, 6 mm thick,
glued to the wooden part itself. The container stands ona plinth of solid wood,
75 high.

Sides back, top and bottom veneered cherry-wood or rosewood

Four shelves in clear glass, 10 mm thick. Space to take halogen lamps

CYLINDRICAL PILLAR COVER

Internal diam. 430 mm, external diam. 460 mm x 2800 mm high

Two half eylinders in plywood, 15 mm thick, veneered and varnished
Exterior vertically veneered in cherry-wood or rosewood.

WOOD PANELLING MODULE
1100x800x2300 mm high

Panel in chipboard, 19 mm thick,

x 80 mm.

Panel vertically veneered in cherry-wood or rosewood

One or two brackets in sandblasted glass, 100 x 300, 10 mm thick, frame
uprights in satin steel

Spacers and metal parts for fixing to wall

1, plinth in solid wood, 75 high

WOOD PANELLING WITH GLASS TOP
1100x80/160x2310 mm high
Panel in chipt 1, 19 mm thick,
x 80 mm.

1, plinth in solid wood, 75 high

Glass top 160 mm deep, 10 mm thick

Panel vertically veneered in cherry-wood or rosewood. Top in sandblasted
glass

One or two brackets in sandblasted glass, 100 x 300, 10 mm thick, frame
uprights in satin steel. Bracket to support neon light Spacers and metal parts
for fixing to wall

DOOR MODULE FOR WOOD PANELLING

100052300 mm high (net space 80052200 h.)

Door and doorpost in wood panelling, 50 mm thick

Door frame on wood panelling in shaped solid wood, 80 mm thick, door frame
on wall in veneered MDF, 15 mm thick. Three hidden hinges.

Door panel vertically veneered in cherry-wood or rosewood.

OLIVARI TECNO metal handle, opaque chromed. Top in sandblasted glass

in the version with glass.

If orders are placed at different periods the company cannol guarantee homogeneity of the
wood veneers used and reserves the right to make technical modifications without notice.



